POURED IN PLACE SAFETY
SURFACING (BY OTHERS)

COMPACTED AGGREGATE BASE

COMPACTED SUBGRADE

POURED IN PLACE SAFETY SURFACING

SELVAGE KNUCKLED
TOP RAIL

DOME POST CAP

FASTENERS 18"
0.C. AT ALL
HORIZONTAL
RAILS

GENERAL NOTES

T T/ NPS STEEL HAND RAIL WELDED
TO POST — 1 1/2" CLEAR SPACE
BETWEEN HANDRAIL AND RAILING POST

1. EXPOSED SURFACES TO BE BRUSHED

FINISH TROWELED EDGES.

2. MINIMUM WIDTH TO BE 48" CLEAR

HANDRAIL TO HANDRAIL.

3. EACH STAIR SHALL HAVE A 2.5' SECTION
(TOP AND BOTTOM) SLOPED AT 2.00%

- 4. EACH STAIR SHALL HAVE EIGHT (8) RISERS
STRETCHER BAR N " AT SEVEN (7) INCHES.
STRETCHER BAR — FASTENERS 19 ]
? 0.C. AT POSTS 12§, 4-0" MAX._|
BANDS 12" 0.C.  \{{ SPACE
TRUSS ROD —_ 7 S RAILING POST
END POST N »|  CHAIN LINK FENCE FRAMEWORK SCHEDULE (TYP.)
2" MESH, 9 GAUGE, &| [FABRIC HEIGHT 6 OR LESS |6 — 10’ 10’ OR MORE | =\
GALVANIZED, VINYL COATED < . . . Bl W N
CHAIN LINK FENCE FABRIC, —_ >| |END, CORNER & PULL POST [2.375” 0.D. |2.875” O.D. |4 OD. >,e A
TOP AND BOTTOM, SELVACE LINE POST 1.900" 0.D. [2.375” 0.D. [2.875" O.D. ==
_ a o 12" 5
BOTTOM RAIL —_| TOP AND BOTTOM RAIL 1.660" 00. [1.660" 0.0. [1.660" 0. R sion L R
MIDDLE RAIL NONE 1.660" 0.D. |1.660" O.D. . i
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2 BIRNZ W NEIR CONCRETE A,
AT ARG FOOTING 4,000 S B = N
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VINYL COATED CHAIN LINK FENCE

- — SCALE: NONE
SCALE: 1 1/2” = 1"=0
11/2" 2
T NOTES
1. LOOSE OR CRACKED ROOT BALLS ARE UNACCEPTABLE.
AAAAAAAAAARAAAAAAAAAAAAAAA A A 4 2. EXCAVATE TO REQUIRED DEPTH AND DO NOT EXCAVATE BELOW ROOT BALL DEPTH.
5 3. SET SHRUBS PLUMB WITH ROOT FLARE 1" ABOVE FINISHED GRADE, BACKFILL WITH PLANTING MIX.
‘ 4. FLOOD WATERING SAUCER TWICE IN FIRST 24 HOURS AFTER PLANTING.
i 5. RAISE AND REPLANT ANY SHRUBS THAT SETTLE AFTER PLANTING & WATERING.
" 6. REMOVE 1/3 BURLAP PRIOR TO BACKFILL. SYNTHETIC BURLAP UNACCEPTABL.E
7. 2" DEPTH MULCH (KEEP MULCH 1” AWAY FROM SHRUB BASE) 3" HIGH EARTH WATERING SAUCER
1’—0” BEYOND ROOT BALL PLANTING MIXTURE.
8. FOR CONTAINERIZED PLANTS: REMOVE CONTAINER PRIOR TO PLANTING, SCARIFY ROOT BALL BELOW
EDGE 1/2" DEEP IN FOUR LOCATIONS.
*
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s ‘ ‘ PLANTING BED MEDIUM
|| ]| ‘ T COMPACTED ORDINARY FILL OR
‘ ‘ ‘_— UNDISTURBED SUBGRADE
| _| 4 —_
EE=II:
93.5”
ROOTBALL
i EQ. WIDTH 0.98'
98.5

4" VINYL PICKET FENCE

SCALE: NONE

SHRUB PLANTING

SCALE:1” = 1'-0"

PLANT AT SAME DEPTH
(AFTER SETTLEMENT) AS
GROWN IN NURSERY

COMPACTED FILL OR

MEDIUM

UNDISTURBED SUBGRADE

6" MIN.

25-1/2"

11/2"

1-1/2" NPS STEEL
RAILING POST (TYP.)

1-1/4" SCH. 40 STEEL HAND
RAILING (BOTH SIDES)
GALVANIZED PER
ARCHITECTURAL SPECIFICATIONS

BIT CURB BEYOND (8 FLUSH
SECTION ACROSS WALKWAY,
TOP AND BOTTOM)

BITUMINOUS DRIVE
,/FESH GRADE

4

CONCRETE SITE STAIRS

SCALE: NONE

1" DEPTH SHREDDED
HARDWOOD MULCH

REMOVE FROM CONTAINER

AND LOOSEN ROOTS BY

HAND

f
—[[=T=T=

SPACING AS
INDICATED
IN PLANT
SCHEDULE

GROUNDCOVER PLANTING

‘ ‘ ‘_m_ SCARIFY/LOOSEN SOIL

TOP 3" OF

SUBGRADE /FILL PRIOR
TO SPREADING OF
PLANTING BED MEDIUM

SCALE: NONE

SUBGRADE

alq. ..A/\\
"R
COMPACTED

USE CONCRETE
SIDEWALK DETAIL

EXPANSION JOINT

#4 REBAR, 12" 0.C.
EACH WAY (TYP.)

CONCRETE (TYP.)

A New Facility for:

Educational Playcare

Storrs Center Storrs, Connecticut

REVISIONS:

l. 10-16-12 Response to
Comments

SCALE: AS NOTED
DATE: 26, SEPTEMBER 2013
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